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www.begalite.com LED GARDEN / LED SOLAR 2023

Light up your life



Company Profile

BEGA LITE established in 2012,specialize in developing,manufacturing and
distributing LED products, such as,outdoor products including LED solar
lights,garden lights and commercial lights.

We,BEGA LITE company, with strong R&D, superior quality,best service, on-time
delivery and competitive price, hope all our efforts will meet your market demand,
we sincerely welcome youto cooperate with us for better future.

Choose BEGA LITE, choose the best lighting.
OEM & ODM welcome!

BEGA LITE

FLAT 1506. 15/F LUCKY CTRNO 165-171 WAN CHAIRD WAN CHAIHONG KONG
E-mail: GM@begalite.com

E-mail: Sales@begalite.com

E-mail: Info@begalite.com

Tel: 0097150-5492788
www.begalite.com
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PRODUCT DESCRIPTION

\\ . = Aluminium die-cast lamp body, Opal PC lamp
- Magic Box shade
7 * With Li-ion battery: 3.7V 5200mAh

= Function: With USB power chargeable and
rechargeable function, 1 meter USB Type-C wire

= WiFi App dimmable
= Class lll

PRODUCT SIZE

O

BT1197 SMART

140

263

-:,Flame—L
]

BT1197 SMART BT1197L SMART
COLOR OPTION
Jet Black Triffic Grey B White Aluminium  Signal White

ht Color

3000K 4000K 6500K
O BT1197L SMART
- C€ RoHS )¢
Item No. Watt Total Kelvin Lighting Source Useful Lighting Source Input Voltage SafetyType
Lumious Flux Luminous Flux
BT1197 5W 270Lm 4000K 16*0.5W SMD LED 500Lm DC 5V, 1000mA P54
BT1197 SMART 5W 270Lm RGBW 16*0.5W White LED + 18*0.2W RGB LED ~ 500Lm DC 5V, 1000mA P54
BT1197L S5W 270Lm 4000K 16*0.5W SMD LED 500Lm DC 5V, 1000mA P54
BT1197L SMART 5W 270Lm RGBW 16*0.5W White LED + 18*0.2W RGB LED ~ 500Lm DC 5V, 1000mA P54

D B

GA

>DM

O

BT1220 UP SMART

BT1220 UP GU10

www.begalite.com

PRODUCT DESCRIPTION

= Stainless steel lamp body, Aluminium lamp base,
Clear glass lamp shade

= Class |

= WiFi App dimmable

PRODUCT SIZE

0

0
i2

L L[]

BT1220 UP SMART BT1220 UP GU10

COLOR OPTION

RAL: 9005 RAL: 7043 RAL: 9003

Jet Black Triffic Grey B White Aluminium Signal White

Warm White

Bright White Daylight

3000K 4000K 6500K

C€ RoHS X

Item No. Watt Total Kelvin Lighting Source Useful Lighting Source Input Voltage SafetyType
Lumious Flux Luminous Flux

BT1220 UP SMART 10W 520Lm RGBW  12*0.5W White LED + 9*0.2W RGB LED  850Lm 220-240V~50/60Hz  IP54

BT1220 UP GU10 10W N/A 3000K 2*GU10 LED Lamp N/A 220-240V~50/60Hz P54
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PRODUCT DESCRIPTION

= BT1210/ BT1210 SMART: Aluminium die-cast
lamp body, Frosted glass lamp shade
BT1210 SS/ BT1210 SS SMART: Stainless
stell plate packed aluminium die-cast lamp body,
Frosted glass lamp shade

= WiFi App dimmable

PRODUCT DESCRIPTION

= BT1209 / BT1209 SMART: Aluminium die-cast
lamp body, Frosted glass lamp shade
BT1209 SS / BT1209 SS SMART: Stainless
stell plate packed aluminium die-cast lamp body,
Frosted glass lamp shade

= WiFi App dimmable

> Magic Brick > Magic Brick

* Class | * Class |
O O
PRODUCT SIZE PRODUCT SIZE
BT1210 BT1209
] “ |
|8 | J®
—— \‘ ° |
85 145
\‘) COLOR OPTION \‘) COLOR OPTION
RAL: 9003 RAL: 9003
Jet Black Triffic Grey B White Aluminium Signal White Jet Black Triffic Grey B White Aluminium Signal White

BT1210 SS SMART BT1209 SS SMART Lanioor
3000K 4000K 6500K 3000K 4000K 6500K
C€ RoHS X C€ RoHS X
Item No. Watt Total Kelvin Lighting Source Useful Lighting Source  Input Voltage SafetyType ltemn No. Watt Total Kelvin Lighting Source Useful Lighting Source  Input Voltage SafetyType
Lumious Flux Luminous Flux Lumious Flux Luminous Flux
BT1210 14W - 550Lm 3000K  36"0.5W SMD LED 1350Lm 220-240V~50/60Hz P54 BT1209 14W  600LmM 3000K  36%0.5W SMD LED 1350Lm 220-240V~50/60Hz  IP54
BT1210 SMART 14W - 550Lm RGBW  36*0.5W White LED + 36"0.2WRGBLED  1350Lm 220-240V~50/60Hz  1P54 BT1209 SMART 1AW 600Lm RGBW  36*0.5W White LED + 36°0.2W RGB LED ~ 1350Lm 220-240V~50/60Hz  IP54
BT1210 SS 14W - 550Lm S000K  36"0.5W SMD LED 1350Lm 220-240V~50/60Hz P54 BT1209 SS 14W  600Lm 3000K  360.5W SMD LED 1350Lm 200-240V~50/60Hz  IP54
BT1210 SS SMART 14W  550Lm RGBW _ 3670.5W White LED + 36"0.2W RGB LED  1350Lm 220-240V~50/60Hz 154 BT1209 SS SMART 14W  600Lm RGBW  36*0.5W White LED + 36°0.2W RGBLED ~ 1350Lm 220-240V~50/60Hz  IP54
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BT1135A UP
3
BT1135A H1
Item No. Watt Total
Lumious Flux
BT1135A UP 10ow 640Lm
BT1135A HN 10W 640Lm

BT1135A H1 10w 640Lm

Kelvin

3000K
3000K
3000K

— -

BT1135A HN

Lighting Source

84*0.2W SMD LED
84*0.2W SMD LED
84*0.2W SMD LED

www.begalite.com

PRODUCT DESCRIPTION

= Steel lamp body, Opal PC lamp shade
= Class |

PRODUCT SIZE

1000

BT1135A UP

BT1135A HN BT1135A H1

COLOR OPTION

RAL: 9005 RAL: 7043 RAL: 9003

Jet Black Triffic Grey B

White Aluminium Signal White

Bright White Daylight

3000K 4000K 6500K

Warm White

C€ RoHS )54

Useful Lighting Source Input Voltage SafetyType
Luminous Flux

1200Lm 220-240V~50/60Hz P54
1200Lm 220-240V~50/60Hz P54
1200Lm 220-240V~50/60Hz P54

9 BEGA

ZUFO

BT5822L UP

BT5822L H1.1

-,

BT5822L HN

www.begalite.com

PRODUCT DESCRIPTION

= Aluminium die-casting lamp body, Opal PC lamp
shade

= Class |

PRODUCT SIZE

0=
[~
°
R
s
e
250
M
L1
BT5822L UP BT5822L HN BT5822L H1.1
COLOR OPTION
RAL: 9003
Jet Black Triffic Grey B White Aluminium ~ Signal White

Bright White Daylight

3000K 4000K B6500K

C€ RoHS )i¢

Item No. Watt Total Kelvin Lighting Source Useful Lighting Source Input Voltage SafetyType
Lumious Flux Luminous Flux

BT5822L UP 8.5W 497Lm 3000K 49*0.2W SMD LED 850Lm 220-240V~50/60Hz P54

BT5822L HN 8.5W 497Lm 3000K 49*0.2W SMD LED 850Lm 220-240V~50/60Hz P54

BT5822L H1.1 8.5W 497Lm 3000K 49*0.2W SMD LED 850Lm 220-240V~50/60Hz P54
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PRODUCT DESCRIPTION

= Aluminium die-casting lamp body, Opal PC lamp

shade
= Class |
BT1128 UP PRODUCT SIZE
146 44 146 44
Q U m |
g
180 72
BT1128 UP BT1128 H1
COLOR OPTION
RAL: 9003
Jet Black Triffic Grey B White Aluminium Signal White
-
BT1128 H1 C€ RoHS )g
Item No. Watt Total Kelvin Lighting Source Useful Lighting Source Input Voltage SafetyType
Lumious Flux Luminous Flux
BT1128 UP 6.5W 600Lm 3000K 15*0.5W SMD LED 750Lm 220-240V~50/60Hz IP54
BT1128 H1 6.5W 600Lm 3000K 15*0.6W SMD LED 750Lm 220-240V~50/60Hz IP54

BT1126

www.begalite.com

PRODUCT DESCRIPTION

= Aluminium die-casting lamp body, Clear glass
lamp shade

= Class |
PRODUCT SIZE
2 80 35,
]
. o
]
200 62
103 61
BT1126 BT1118
COLOR OPTION
RAL: 9006 RAL: 9003
Jet Black Triffic Grey B White Aluminium Signal White

Light Color

3000K 4000K 6500K

C€ RoHS )i¢

Item No. Watt Total Kelvin Lighting Source Useful Lighting Source Input Voltage SafetyType
Lumious Flux Luminous Flux

BT1126 6.5W 450Lm 3000K 16*0.5W SMD LED 600Lm 220-240V~50/60Hz P54

BT1118 6.5W 280Lm 3000K 16*0.5W SMD LED 700Lm 220-240V~50/60Hz IP54




Item No.

BT1106B
BT1106C
BT1106D

BT1106B

BT1106C
Watt Total
Lumious Flux
8.5W 550Lm
8.5W 550Lm
8.5W 550Lm

BT1106D
Kelvin Lighting Source
3000K 16*0.5W SMD LED
3000K 16*0.5W SMD LED

3000K

16*0.5W SMD LED

Useful Lighting Source

www.begalite.com

PRODUCT DESCRIPTION

= Aluminium die-casting lamp body, Clear glass
lamp shade

= Class |

PRODUCT SIZE

BT1106C BT1106D
COLOR OPTION
RAL: 9003
Jet Black Triffic Grey B White Aluminium  Signal White

Light Color

Warm White Bright White Daylight

3000K 4000K 6500K

C€ RoHS X

Luminous Flux

700Lm
700Lm
700Lm

Input Voltage SafetyType
220-240V~50/60Hz P54
220-240V~50/60Hz P54
220-240V~50/60Hz P54

9 BEGA
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BT1098A COB

( Stainless steel )

www.begalite.com

PRODUCT DESCRIPTION

= Stainless steel lamp body, Clear PC lamp shade
= Class Il

PRODUCT SIZE

091

66

=

S9

COLOR OPTION

RAL: 7043 RAL: 9003

Jet Black Triffic Grey B White Aluminium Signal White

3000K 4000K B6500K

BT1098A COB BT1098A COB
( Silver) (Dark grey)
C€ RoHS X
Item No. Watt Total Kelvin Lighting Source Useful Lighting Source Input Voltage SafetyType
Lumious Flux Luminous Flux
BT1098A COB W 412Lm 3000K 2*4W COB LED 700Lm 220-240V~50/60Hz IP54
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PRODUCT DESCRIPTION PRODUCT DESCRIPTION

= Stainless steel lamp body, Clear PC lamp shade

~ B k N = 304 Stainless steel lamp plate
-, 9]0 = Class Il - |ngo * Aluminium die-cast lamp body
[ 7 = 6Bmm thickness frosted glass lamp shade
= Plastic embedded parts
= Beam angle:
BT7701: 104
BT7702 / BT7002F: 115
—— : * Class |
PRODUCT SIZE
PRODUCT SIZE
. BT7002F S
BT1096E-L UP P . 720\
m («C)e))
ILI\ \

LW
s
S 3 3
M
BT1096E-L UP BT1096E UP BT7701 BT7702 BT7002F
COLOR OPTION COLOR OPTION
BT7702
RAL: 9003 4 . -
RAL: 9005 RAL: 7043 RAL: 9003
Jet Black Triffic Grey B White Aluminium  Signal White = - - ) )
Jet Black Triffic Grey B White Aluminium Signal White

BT1096E UP
Light Golor
BT7701
3000K 4000K 6500K OK — 6500K
C€ RoHS X C€ RoHS X
Item No. Watt Total Kelvin Lighting Source Useful Lighting Source Input Voltage SafetyType
Item No. Watt Total Kelvin Lighting Source Useful Lighting Source Input Voltage SafetyType Lumious Flux Luminous Flux
Lumious Flux - Luminous Flux BT7701 3w 150Lm 3000K 14*0.5W SMD LED 300Lm 220-240V~50/60Hz P67

BT1096E-L UP 9w 500Lm 3000K 24*0.5W SMD LED 900Lm 220-240V~50/60Hz IP54 BT7702 3W 400Lm 3000K 12¢1W SMD LED 900Lm 200-240V~50/60Hz P67
BT1096E UP W 350Lm 3000K 18*0.5W SMD LED 700Lm 220-240V~50/60Hz P54

BT7002F Max.28W N/A 3000K GU10 LED Lamp N/A 220-240V~50/60Hz P67
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Lumious Flux

BT1196 UP
Item No. Watt Total
BT1196 UP Max.25W N/A
BT1196 H0.8 Max.25W N/A

3000K
3000K

BT1196 HO.8

Lighting Source

E27 LED Lamp
E27 LED Lamp

www.begalite.com

PRODUCT DESCRIPTION

= Aluminium die-cast lamp body, Clear /
Amber-yellow glass lamp shade

= Class |

PRODUCT SIZE

JH b
]

800

135

BT1196 UP BT1196 H0.8
COLOR OPTION
RAL: 9003
Jet Black Triffic Grey B White Aluminium ~ Signal White

Light Color

&

C€ RoHS ):¢

Luminous Flux

Useful Lighting Source Input Voltage SafetyType
220-240V~50/60Hz P54
220-240V~50/60Hz P54

9 BEGA

- Cascade
/1

Lumious Flux

BT1184 UP
Item No. Watt Total
BT1184 UP Max.25W N/A
BT1184 H0.8 Max.25W N/A

BT1184 HO.8

Lighting Source

E27 LED Lamp
E27 LED Lamp

www.begalite.com

PRODUCT DESCRIPTION

= Aluminium die-cast lamp body, Clear /
Amber-yellow glass lamp shade

= Class |

PRODUCT SIZE

160 200

=]
<

800

BT1184 UP BT1184 H0.8
COLOR OPTION
RAL: 9003
Jet Black Triffic Grey B White Aluminium  Signal White

Light Color
Go

Warm White

Bright White Daylight

3000K 4000K 6500K

C€ RoHS X

Luminous Flux

Useful Lighting Source Input Voltage SafetyType
220-240V~50/60Hz P54
220-240V~50/60Hz P54
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PRODUCT DESCRIPTION

= Stainless stell lamp body, Opal PC diffuser
= Working model: ON / OFF
= Charging time: 6 h for 8 h of runtime

= The cable length from solar panel to lamp 2
meters, light to light 1.3 meters

= Usage: Hang or Spike

PRODUCT DESCRIPTION

* Plastic lamp body, Transparent PC diffuser
= Working model: ON / OFF
= Charging time: 6 h for 8 h of runtime

= The cable length from solar panel to lamp 2
meters, light to light 1.3 meters

= Usage: Hang or Spike

PRODUCT SIZE

PRODUCT SIZE

430

I'wma I'ma I'ma

Use solar power, no need outer

Use solar power, no need outer
electric power, Energy-saving,
Environmental protection

Warm White Bright White Daylight

3000K 4000K B6500K

electric power, Energy-saving,
Environmental protection

Bright White Daylight

3000K 4000K 6500K

Warm White

BT0032D SOLAR BT1015D SOLAR
C€ RoHS X C€ RoHS X
Total Kelvin Lighting Source Solar Panel Battery Spec. SafetyType Item No. Watt Total Kelvin Battery Spec. SafetyType
Minous Flux Minous Flux
BT0032D SOLAR 16.5Lm 6500K 6*0.2W SMD LED Polycrystal solar panel 1*600mAh 3.7V Li-ion P54 BT1015D SOLAR 0.55W 12.6Lm 6500K 6*0.2W SMD LED Polycrystal solar panel 1*600mAh 3.7V Li-ion IP54
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BT1605 SOLAR RGBW

Item No.

BT1605 SOLAR WH
BT1605 SOLAR RGBW

Watt

1w
1w

www.begalite.com

PRODUCT DESCRIPTION

= Plastic lamp body, Transparent PC diffuser
= Usage:
- Spike solar lamp

- Wall lamp: The spike can be move out, the LED
light can be install on the wall by screw

= Working model: ON / OFF
= Charging time: 6 h for 8 h of runtime
= Working modes:
- Press the switch button for three seconds to
turn ON, the white (4000K) light will be ON
- Press the switch button, the RGB automatic
cycle discoloration, white color (4000K) will be
OFF
- Press the switch button again to switch to
white light (4000K)
- Press the switch button for three seconds to
turn OFF

= Operation time: Max 6 hours after full charge

PRODUCT SIZE

92 175

=
BT1605 SOLAR WH

Use solar power, no need outer

electric power, Energy-saving,
> Environmental protection

Warm White Bright White Daylight

3000K 4000K 6500K

C€ RoHS hi¢

Total Kelvin Lighting Source Solar Panel Battery Spec. SafetyType
Minous Flux

55Lm 4000K  10*0.5W SMD LED Amorphous solar panel  3*400mAh 1.2V Li-MH  IP54
55Lm RGBW  4*0.5W White LED / 6*0.2W RGB LED  Monocrystal solar panel  3*900mAh 1.2V Li-MH P54

www.begalite.com

PRODUCT DESCRIPTION

= Plastic lamp body, Opal PC diffuser
= PIR motion sensor:

7 + Dection distance: 6-8 meter
= Detection angle: 100
= Sensitivity: <100 LUX

BT1554C UP SOLAR PIR

= Working model: PIR / OFF

= PIR: 150Lm, work 30 seconds 80 times after
fully charging

PRODUCT SIZE

BT1554C UP SOLAR PIR

100 49 100 49

303

BT1554C SOLAR PIR

BT1554C SOLAR PIR

Use solar power, no need outer
electric power, Energy-saving,
Environmental protection

3000K 4000K 6500K

C€ RoHS hi¢

ltem No. Watt Total Kelvin Lighting Source Solar Panel Battery Spec. SafetyType
Minous Flux

BT1554C UP SOLAR PIR 1.5W 150Lm 6500K 6*0.5W SMD LED Polycrystal solar panel 3*600mAh AAA 1.2V Ni-MH IP54

BT1554C SOLAR PIR 1.5W 150Lm 6500K 6*0.5W SMD LED Polycrystal solar panel 3*600mAh AAA 1.2V Ni-MH P54



www.begalite.com

PRODUCT DESCRIPTION

= Plastic body, Opal PC diffuser
= Working model: ON / ECO / OFF

= ON (High Lumen): 20Lm, charge 6 hrs, work 8
hrs

= ECO: 3Lm, charge 6 hrs work 40 hrs

PRODUCT SIZE

200 X 78

212

oa

Use solar power, no need outer
electric power, Energy-saving,
Environmental protection

o Bright White Daylight

3000K 4000K 6500K

BT1030J SOLAR

C€ RoHS hi¢

ltem No. Watt Total Kelvin Lighting Source Solar Panel Battery Spec. SafetyType
Minous Flux
BT0032D SOLAR 0.5W 3Lm /20Lm 6500K 10*0.2W SMD LED Polycrystal solar panel 1*2000mAh 3.7V Li-ion P54

9 BEGA

—::Party Star

BT1565 UP SOLAR PIR

BT1565 UP SOLAR PIR DISCO

O

White Disco

BT1565 H1 SOLAR PIR

www.begalite.com

PRODUCT DESCRIPTION

= Plastic body, Transparent PC diffuser
= PIR motion sensor:

= Dection distance: 6-8 meter

= Detection angle: 100

= Sensitivity: <100 LUX

* Working model: ON / LOW LUMEN PIR / HIGH
LUMEN PIR / OFF

= ON: 20Lm, charge 6 hours, light on 8 hours

= LOW LUMEN PIR: 50Lm, charge 6 hours, light
on 30S 240 times

= HIGH LUMEN PIR: 200Lm, charge 6 hours, light
on 30S 60 times

PRODUCT SIZE

1

1000

BT1565 UP SOLAR PIR DISCO BT1565 H1 SOLAR PIR

Use solar power, no need outer
electric power, Energy-saving,
Environmental protection

Warm White Bright White Daylight

3000K 4000K 6500K

C€ RoHS X

Item No. Watt  Total Kelvin Lighting Source Solar Panel Battery Spec. SafetyType
Minous Flux

BT1565 UP SOLAR PIR 2W  20/50/200Lm 6500K 22*0.2W SMD LED Polycrystal solar panel  1*2000mAh 3.7V Li-ion  IP54

BT1565 UP SOLAR PIRDISCO 2W  20/50/200Lm/RGB  6500K/RGB  9*0.5W White LED / 6*0.2W RGB LED  Polycrystal solar panel  1*2000mAh 3.7V Li-ion  IP54

BT1565 H1 SOLAR PIR 2W  20/50/200Lm 6500K 9*0.5W SMD LED Polycrystal solar panel  1*2000mAh 3.7V Li-ion  IP54
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BT9246 LINEAR WALL WASHER
DESIGN PATENT
Light Distribution Curve Specification
Rated Power 90w
LED Quantity LED / 36pcs

Input Voltage DC 24V / AC 220V

) Color Temperature BBW
Corrugated metal pipe, patent.
50% Beam Angle 45°
Control Mode ON-OFF / DMX512
45° Lighting Effect
Motor Speed / Min 1.5~4.0
lllumination Map Motor Power 3w
Life >30000H
Lamp Power: 90W Beam Angle: 45"
Protection Grade IP 66
1m 386.4 Ix 0.82m
Temperature of Working Condition -25°C~50°C
2m 97.21x 1.64 m
Net Weight 6.1kg
3m 43.2 Ix 246m
CEEE Patented water-proof constructure. N " . Package Specification 140x100x1020mm
Outside Box Specifications / Quantity 1050x300x230mm / 4pcs
5m 15.6 Ix 4.10 m
Distance Max illuminance Diameter

The Application of Occasions
Suitable places: Buildings, Bridges, Rivers and Other lighting.

Aluminium alloy mounting bracket adjust the
lighting angle.

Product Description

-

. Main material: 6063 aluminum alloy lamp body, ADC12 die-cast end cap.
2. Surface treatment: Anodized or electrostatic spray, customizable color.

. Optical components: Secondary optical reflector cup light distribution, custom mesh tube imaging, tempered
glass protection.

w

4. Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66.

5. Control mode: ON-OFF or DMX512 external control is optional.

6. Installation method: 6063 profile bracket is mounted in a plane with a rotatable structure design.

7. Connection method: Industrial coupler hand-joined or rubber cord extended connection. Aluminium die-cast end cap with quality
8. Other: Customizable length, motor speed can be customized. silicone rubber.

_ Product Size
Color Selection

1000

C€ RoHS @ & V IPe6 &

e =

23
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BT9235 SerleS LINEAR WALL WASHER
Num: 201630151768.9 Light Distribution Curve Specification
Rated Power 36W
LED Quantity LED / 18pcs
Input Voltage DC 24V / AC 220V
Color Temperature 3000K / 4000K / 5700K / RGBW
50% Beam Angle 6°

BT9235D
Control Mode ON-OFF / DMX512
& Life >30000H
Protection Grade IP 66
lllumination Map Temperature of Working Condition -25°C~50°C

Net Weight 3.4kg

Lamp Power: 36W Beam Angle: 6’
Package Specification 100x75x1020mm
5m 6639 Ix 0.40 m
Outside Box Specifications / Quantity 1050x245x220mm / 6pcs

BT9235

The Application of Occasions

Suitable places: Buildings, Bridges, Rivers and Other lighting.

Product Description

CREE®

Patented water-proof constructure.

Aluminium alloy mounting bracket adjust the
lighting angle.

1659 Ix

0.80 m

|
I
o

120m

20m 414 1x r

1.60 m

267 Ix

2.00m

Distance Max illuminance

Diameter

—

. Main material: 6063 aluminum alloy lamp body, ADC12 die-cast end cap.
. Surface treatment: Anodized or electrostatic spray, customizable color.

Optical components: Secondary optical lens light distribution, a variety of angles are optional, tempered glass
protection.

Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66.
Control mode: ON-OFF or DMX512 external control is optional.

Installation method: 6063 profile bracket is mounted in a plane with a rotatable structure design.
Connection method: Industrial coupler hand-joined or rubber cord extended connection.

Other: Customizable length, visor optional.

w N

Aluminium die-cast end cap with quality
silicone rubber.

© N o oA

Product Size

1000

Color Selection 1000

C€ RoHs @ & 7 1Pe6 = = il e

BT9235 BT9235D
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BT9236 LINEAR WALL WASHER
DESIGN PATENT
Light Distribution Curve Specification
Rated Power 72W
LED Quantity LED / 24pcs

The Application of Occasions

Suitable places: Buildings, Bridges, Rivers and Other lighting.

Product Description

Corrugated metal pipe, patent.

cd/kim

20 — 20 — 00
10 o 10 — 900

Input Voltage

DC 24V / AC 220V

Color Temperature

BBW

50% Beam Angle

45°

Control Mode

ON-OFF / DMX512

Lighting Effect

Motor Speed / Min 1.5~4.0
Illumination Map Motor Power 3w
Life >30000H

Lamp Power: 72W Beam Angle: 45°

Protection Grade IP 66
1m 322 Ix 0.82m

Temperature of Working Condition -25°C~50°C

2m 811x 1.64 m

Net Weight 3.6kg
3m 36 Ix 246 m

o~ Package Specification 125x80x1020mm
CHREE Patented water-proof constructure. am 201x 328m
. ro Outside Box Specifications / Quantity 1050x280x190mm / 4pcs

5m x m
Distance Max illuminance Diameter

Aluminium alloy mounting bracket adjust the
lighting angle.

—

. Main material: 6063 aluminum alloy lamp body, ADC12 die-cast end cap.

2. Surface treatment: Anodized or electrostatic spray, customizable color.

3. Optical components: Secondary optical reflector cup light distribution, custom mesh tube imaging, tempered
glass protection. Aluminium die-cast end cap with quality

. Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66. silicone rubber.

Control mode: ON-OFF or DMX512 external control is optional.

Installation method: 6063 profile bracket is mounted in a plane with a rotatable structure design.

Connection method: Industrial coupler hand-joined or rubber cord extended connection.

Other: Customizable length, motor speed can be customized.

© N o oA

Product Size
Color Selection

1000 73

C€ RoHS @ € V Ipe6

EEE E ==
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BT9224 Series

Num: 201630151771.0

BT9224AD

BT9224A

e e ——
- —-—
. ———

The Application of Occasions
Suitable places: Buildings, Bridges, Rivers and Other lighting.

Product Description

Main material: 6063 aluminum alloy lamp body, aluminum sheet metal end cap.

Surface treatment: Anodized or electrostatic spray, customizable color.

Optical components: Secondary optical lens light distribution, hollow profile cover protection.
Sealing structure: Glue pouring waterproof, protection grade IP66.

Control mode: ON-OFF.

Installation method: 6063 profile bracket is mounted in a plane with a rotatable structure design.
Connection method: Industrial coupler hand-joined or rubber wire extended connection.

Other: Customizable length, shading board for optional.

© N OOy
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www.begalite.com

Visor design to prevent glare.

Decorative cover design to enhance the

aesthetic.

Industrial coupler connection, easy to install.

Aluminium alloy mounting bracket.

9 BEGA

Light Distribution Curve
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Lamp Power: 12W Beam Angle: 100"

221 Ix 233 m

55 Ix 4.66 m

2m

251x 6.99 m

3m

4m 14 Ix 9.32m

91Ix 11.65 m

5m

Distance Max illuminance Diameter

www.begalite.com

LINEAR WALL WASHER
Specification
Rated Power 12w
LED Quantity LED / 48pcs
Input Voltage DC 24V
Color Temperature 3000K / 4000K / 5700K
50% Beam Angle 100°
Control Mode ON-OFF
Life >30000H
Protection Grade IP 66
Temperature of Working Condition -25°C~50°C
Net Weight 0.35kg
Package Specification 50x40x1010mm
Outside Box Specifications / Quantity 1040x280x230mm / 25pcs

Color Selection

e

Product Size
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BT9254 Series

DESIGN PATENT

BT9254D

BT9254

The Application of Occasions
Suitable places: Buildings, Bridges, Rivers and Other lighting.

Shading plate design to prevent glare.

Product Description

-

. Main material: 6063 aluminum alloy lamp body, aluminum sheet metal end cap.
2. Surface treatment: Anodized or electrostatic spray, customizable color.

3. Optical components: Secondary optical lens light distribution, a variety of angles are optional, Hollow profile
cover protection. Aluminium alloy mounting bracket adjust the
Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66. lighting angle.

Control mode: ON-OFF or DMX512 external control is optional.

Installation method: 6063 profile bracket is mounted in a plane with a rotatable structure design.
Connection method: Industrial coupler hand-joined or rubber cord extended connection.

Other: Customizable length, shading board for optional.

© N oA

Color Selection
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LINEAR WALL WASHER

Light Distribution Curve

Distance Max iluminance Diameter Distance Max iluminance Diameter Distance Max iluminance Diameter

Specification
Rated Power 12W LED Quantity LED / 48pcs Input Voltage DC 24V
Color Temperature 3000K / 4000K / 5700K / RGBW 50% Beam Angle 25° 45° 20°x45° Control Mode ON-OFF / DMX512
Life >30000H Protection Grade IP 66 Temperature of Working Condition -25°C~50°C
Net Weight 0.9kg Package Specification 60x40x1010mm Outside Box Specifications / Quantity 1030x220x210mm / 15pcs

Product Size

S S+
1000 29 1000 29
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BT9233

DESIGN PATENT

The Application of Occasions

Suitable places: Buildings, Bridges, Rivers and Other lighting.

Product Description

-

w

cover protection.

0w N O O

. Other: Customizable length.

C€ RoHS @ € V Ipe6 [

. Main material: 6063 aluminum alloy lamp body, Aluminum sheet metal end cap.
2. Surface treatment: Anodized or electrostatic spray, customizable color.
. Optical components: Secondary optical lens light distribution, a variety of angles are optional, Hollow profile

sl
o -—-—
- ——

. Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66.

. Control mode: ON-OFF or DMX512 external control is optional.

. Installation method: 6063 profile bracket is mounted in a plane with a rotatable structure design.
. Connection method: Industrial coupler hand-joined or rubber cord extended connection.

www.begalite.com

Decorative cover design to enhance the
aesthetic.

Industrial coupler connection, easy to install.

Integral profile mounting groove.

Special buckle type installation, easy
maintenance.

9 BEGA

Light Distribution Curve
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Lamp Power: 12W Beam Angle: 100

308 Ix 023 m

77 Ix 0.46 m

341x 0.69m

19 Ix 0.92m

12 1x 1.15m

Distance Max illuminance Diameter

Color Selection

www.begalite.com

LINEAR WALL WASHER
Specification
Rated Power 12w
LED Quantity LED / 48pcs
Input Voltage DC 24V

Color Temperature

3000K / 4000K / 5700K / RGBW

50% Beam Angle 100°
Control Mode ON-OFF / DMX512
Life >30000H
Protection Grade IP 66
Temperature of Working Condition -25°C~50°C
Net Weight 3.3kg
Package Specification 110x105x1010mm
Outside Box Specifications / Quantity 1030x250x250mm / 4pcs

i, A R T

Product Size
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BT9253

DESIGN PATENT

The Application of Occasions
Suitable places: Buildings, Bridges, Rivers and Other lighting.

Product Description

Main material: 6063 aluminum alloy lamp body, aluminum sheet metal end cap.

Surface treatment: Anodized or electrostatic spray, customizable color.

Optical components: Secondary optical lens light distribution, Solid frosted transparent cover.
Sealing structure: Glue pouring waterproof, protection grade IP66.

Control mode: ON-OFF or DMX512 external control is optional.

Installation method: 6063 profile bracket for flat mounting.

Connection method: Industrial coupler hand-joined or rubber cord extended connection.
Other: Customizable length.

© N O ok
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www.begalite.com

Solid ground PC transmitter.

Profile sliding mounting bracket.

9 BEGA

Light Distribution Curve

Illumination Map

Lamp Power: 24W

Beam Angle: 120°

177 Ix

2m 44 Ix

3.16 m

6.32m

3m 20 Ix

4m 111x

71x

5m

9.47m

1263 m

15.79 m

Distance Max illuminance

Diameter

Specification

www.begalite.com

CONTOUR LIGHT

Rated Power 24W
LED Quantity LED / 96pcs
Input Voltage DC 24V

Color Temperature

50% Beam Angle

Control Mode

Life

Protection Grade

Temperature of Working Condition
Net Weight

Package Specification

Outside Box Specifications / Quantity

3000K / 4000K / 5700K / RGBW
120°

ON-OFF / DMX512

>30000H

IP 66

-25°C~50°C

2.6kg

90x50x1010mm
1030x300x240mm / 12pcs

Color Selection

Product Size

75
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Num: 201630151809.4

The Application of Occasions

Suitable places: Lawn, Garden or to be used to light the buildings.

Product Description

e

w

~N o o

C€ RoHS @ & V IPe6 &

. Body material: ADC12 die-cast aluminum.
2. Surface treatment: Electrostatic spray, customizable color.

. Optical components: Secondary optical lens light distribution, a variety of angles are optional, tempered
glass protection.

. Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66.
. Control mode: ON-OFF or DMX512 external control is optional.

. Installation method: The sheet metal bracket is mounted in a plane and can be rotated.

. Connection method: The rubber thread is extended.

www.begalite.com

Rotary support design, adjustable angle.

Custom waterproof joints to improve
performance and beauty.

9P

GA

Light Distribution Curve
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SHOOT LIGHT

0 o 1 — w00 — o0
15° 30°
258m Bas0m Gs75m
Gv1zm Gzoum Gatem ecom
Gosm Gram Goum Gatem
Gosem Grozm Grsam G2som
Gozam Gosim Goram Grrem
a0k S0 27k sk & wosk 0w 1@k 75w dak Gen sk o7k Bk 2k ssh ek 4k 2k s
im  2m 3m  4m  5m im  2m 3m  4m  5m im  2m  3m  4m  5m im  2m  3m  4m  5m
Lamp Power: 6W Beam Angle: 15° Lamp Power: 6W Beam Angle: 30" Lamp Power: 6W Beam Angle: 45° Lamp Power: 6W Beam Angle: 60"
A
Rated Power 6w LED Quantity LED /3pcs Input Voltage DC 24V AC 220V
Color Temperature 3000K /4000K / 5700K 50% Beam Angle 157307 457 60 Control Mode ON=CIA7
S B CLEN°
Life 30000H Protection Grade IP &6 Temperature of Working Condition 25°C~50°C
Net Weight 0.35kg Package Specification 120x120x90mm Outside Box Specifications / Quantity 620x620x200mm / 50pcs

Color Selection




1t

9 BEGA

FO122

DESIGN PATENT

S

The Application of Occasions

Suitable places: Lawn, Garden or to be used to light the buildings.

Product Description

1. Body material: ADC12 die-cast aluminum.
2. Surface treatment: Electrostatic spray, customizable color.

3. Optical components: Secondary optical lens light distribution, a variety of angles are optional, tempered glass
protection.

4. Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66.
5. Control mode: ON-OFF or DMX512 external control is optional, support NFC two-way communication,

Bluetooth can be used through mobile app.WiFi wireless communication function, supporting RDM feedback.

6. Installation method: The sheet metal bracket plane/suspension installation is optional, and the structure can
be rotated.

7. Connection method: Industrial coupler hand-joined or rubber cord extended connection.
8. Other: Customizable hoods are available.

C€ RoHS @ € V Ipe6

www.begalite.com

Customized screw tightening with bare
hands.

Design of Scientific Heat Dissipation Runner.

9 BEGA

Light Distribution Curve

www.begalite.com

FLOOD LIGHT

25°
e2om Gosm Biozm o128m
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3m  6m  9m  12m  15m 3m  6m  9m  12m  15m 3m  6m  9m  12m  15m 3m  6m  9m  12m  15m

Lamp Power: 180W Beam Angle: 15 Lamp Power: 180W Beam Angle: 25 Lamp Power: 180W Beam Angle: 40 Lamp Power: 180W Beam Angle: 55
Rated Power 180W LED Quantity LED / 18pcs Input Voltage AC 220V

3000K / 4000K / 5700K / RGBW 15° 25° 40° 60° ON-OFF / DMX512

Color Temperature 50% Beam Angle Control Mode
Life >30000H Protection Grade 1P 66 Temperature of Working Condition -25°C~50°C
Net Weight Bt Package Specification Sl0x2s04b0nm Outside Box Specifications / Quantity 360x270x320mm / 2pcs

Color Selection

Product Size

288

152
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FO120

DESIGN PATENT

The Application of Occasions

Suitable places: Lawn, Garden or to be used to light the buildings.

Rotatable mounting bracket with dial.

Product Description

-

. Main material: 6063 aluminum alloy lamp body, ADC12 die-cast end cap.
. Surface treatment: Anodized or electrostatic spray, customizable color.

Optical components: Secondary optical lens light distribution, a variety of angles are optional, tempered
glass protection.

N

©

Open fixed structure of waterproof power
Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66. suppply. P P

Control mode: ON-OFF or DMX512 external control is optional.

Installation method: The sheet metal bracket is mounted in a plane and can be rotated.
Connection method: Industrial coupler hand-joined or rubber cord extended connection.
Other: Customizable hood and built-in anti-glare grille.

© N o g~
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FLOOD LIGHT

Light Distribution Curve
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Lamp Power: 60W Beam Angle: 15° Lamp Power: 60W Beam Angle: 30" Lamp Power: 60W Beam Angle: 45° Lamp Power: 60W Beam Angle: 60°
Specification
Rated Power e LED Quantity LED /36pcs Input Voltage AC 220V
Color Temperature 3000K / 4000K / 5700K / RGBW 50% Beam Angle 157 307 45° 60° Gl ON-OFF / DMX512
Life >30000H Protection Grade IP 66 Temperature of Working Condition -257C~50°C
DERERE 3.7kg Package Specification 330x190x160mm Outside Box Specifications / Quantity 350x210x340mm / 2pcs

Color Selection Product Size

300 150
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DESIGN PATENT

www.begalite.com

The Application of Occasions

Suitable places: Lawn, Garden or to be used to light the buildings.

Product Description

-

. Main material: 6063 aluminum alloy lamp body, ADC12 die-cast end cap.
2. Surface treatment: Anodized or electrostatic spray, customizable color.

. Optical components: Secondary optical lens light distribution, a variety of angles are optional, tempered
glass protection.

. Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66.
. Control mode: ON-OFF or DMX512 external control is optional.

. Installation method: The sheet metal bracket is mounted in a plane and can be rotated.

. Connection method: Industrial coupler hand-joined or rubber cord extended connection.

. Other: Customizable hood and built-in anti-glare grille.

w
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C€ RoHS @ & V IPe6 £

Rotatable mounting bracket with dial.

Open fixed structure of waterproof power
supply.

9 BEGA

Light Distribution Curve

www.begalite.com

FLOOD LIGHT
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Lamp Power: 300W Beam Angle: 15" Lamp Power: 300W Beam Angle: 30" Lamp Power: 300W Beam Angle: 45° Lamp Power: 300W Beam Angle: 60"
Specification
Raled Power 300w LED Quantity LED/ 144pcs Input Voltage AC 220V
3000K / 4000K / 5700K / RGBW 15° 30° 45° 60° ON-OFF / DMX512

Color Temperature 50% Beam Angle Control Mode
Life >30000H Protection Grade IP 66 Temperature of Working Condition -25°C~50°C
Net Weight 20kg Package Specification - Outside Box Specifications / Quantity 680x350x230mm / 1pcs

Color Selection

Product Size

650

400
300

200
240
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Num: 201230618849.7
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The Application of Occasions

Suitable places: Lawn, Garden or to be used to light the buildings.

Product Description

-

. Body material: ADC12 die-cast aluminum.
. Surface treatment: Electrostatic spray, customizable color.

3. Optical components: Secondary optical lens light distribution, a variety of angles are optional, tempered
glass protection.

. Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66.
. Control mode: ON-OFF or DMX512 external control is optional.

. Installation method: The sheet metal bracket is mounted in a plane and can be rotated.

. Connection method: Industrial coupler hand-joined or rubber cord extended connection.

. Other: Customizable hoods are available.

N
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Open-type heat sink, improve heat

i
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RGBW DMX512 control, Various control

mode combination.
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Independent power supply housing with high
quality silicone rubber sealing.

\\

Metal plate rotatable mounting bracket.

www.begalite.com

(® BECGA

FLOOD LIGHT

Light Distribution Curve
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Lamp Power: 80W Beam Angle: 15 Lamp Power: 80W Beam Angle: 30 Lamp Power: 80W Beam Angle: 45 Lamp Power: 80W Beam Angle: 60

Specification

Rated Power 80w LED Quantiy LED / 72pcs Input Voltage DC 24V / AC 220V

Color Tormpersiire 3000K / 4000K / 5700K / RGBW o D 15 30° 45° 60° el ON-OFF / DMX512

e >30000H brotestion Grade IP 66 Temperature of Working Gonition -25°C~50°C

Not Welght 6.6kg Packags Shosiicaiion 420x360x90mm Outaice Bo Sposieaiions| sty 440x380x300mm / 3pcs

Color Selection Product Size
400 100 ST

285
320
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FO075

Num: 201230618726.3
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Light Distribution Curve
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Open-type heat sink, improve heat
dissipation efficiency. 15° 30° 45° 60°
22t 00 Go2im o020m
froim f00m . fooim
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2m 4m 6m 8m 10m 2m 4m 6m 8m 10m 2m 4m 6m 8m 10m 2m 4m 6m 8m 10m
Lamp Power: 60W Beam Angle: 15° Lamp Power: 60W Beam Angle: 30° Lamp Power: 60W Beam Angle: 45° Lamp Power: 60W Beam Angle: 60°
Specification
e, O W —
LREE .
RGBW DMX512 control, Various control 60W LED / 30pcs DC 24V [ AC 220V
. A Rated Power LED Quantity Input Voltage
mode combination.
Color Temperature 3000K / 4000K / 5700K / RGBW 50% Beam Angle 15° 30° 45° 60 PO ON-OFF / DMX512
Life >30000H Protection Grade IP 66 Temperature of Working Condition -25°C~50°C
3.7kg Package Specification 430x235x125mm Outside Box Specifications / Quantity 490x450x280mm / 4pcs

The Application of Occasions j ‘

Suitable places: Lawn, Garden or to be used to light the buildings.
0008

-
(a\‘ ,

With control function and pattern-adjusting
function.

1A 8
i

Product Description :

. Body material: ADC12 die-cast aluminum. :g@ S_'.
Surface treatment: Electrostatic spray, customizable color. g

% W
. Optical components: Secondary optical lens light distribution, a variety of angles are optional, tempered WJ
glass protection.

Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66. -
Control mode: ON-OFF or DMX512 external control is optional.

Installation method: The sheet metal bracket is mounted in a plane and can be rotated.
Connection method: Industrial coupler hand-joined or rubber cord extended connection.
Other: Customizable hoods are available.

1428

—

N

w

Color Selection

Rotatable mounting bracket with dial.
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The Application of Occasions

Suitable places: Lawn, Garden or to be used to light the buildings.

Product Description

—

. Body material: ADC12 die-cast aluminum.

2. Surface treatment: Electrostatic spray, customizable color.

w

glass protection.

© N oo~

. Optical components: Secondary optical lens light distribution, a variety of angles are optional, tempered

Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66.
Control mode: ON-OFF or DMX512 external control is optional.

Installation method: The sheet metal bracket is mounted in a plane and can be rotated.
Connection method: Industrial coupler hand-joined or rubber cord extended connection.
Other: Customizable hoods are available.

C€ RoHS @ € V Ipe6 [

www.begalite.com

Open-type heat sink, improve heat
dissipation efficiency.

RGBW DMX512 control, Various control
mode combination.

0008

AL o

With control function and pattern-adjusting
function.

Rotatable mounting bracket with dial.

9 BEGA

Light Distribution Curve
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FLOOD LIGHT

D252m
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o sk 389k
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Lamp Power: 120W

03.36m

@420m

1.53m

2191 140k 20 635k

12m 15m 3m 6m

Beam Angle: 15

Specification

Rated Power

Color Temperature

Life

120W

3000K / 4000K / 5700K / RGBW

>30000H

B3.06m

o785m

06.12m

I

0K 163k 1041
9m 12m 15m

Lamp Power: 120W

LED Quantity

50% Beam Angle

Protection Grade

Beam Angle: 30°

o7.02m
Basem

234m

ek 27K 128k
3m 6m 9m

Lamp Power: 120W

LED / 60pcs
15° 30° 45° 60°

IP 66

00.36m

o11.70m o17.25m

o13.80m
B1035m
G6.90m

Ba.dsm

72 461 o2k 28K 101k EDS i
12m 15m 3m 6m 9m 12m 15m

Beam Angle: 45° Lamp Power: 120W Beam Angle: 60"

DC 24V | AC 220V

Input Voltage

ON-OFF / DMX512

Control Mode

-25°C~50°C

Temperature of Working Condition

Net Weight

9.5kg

Package Specification

515x405x140mm

535x425x300mm / 2pcs

Outside Box Specifications / Quantity

Color Selection

406.5

Product Size

345
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DESIGN PATENT

The Application of Occasions

Suitable places: Lawn, Garden or to be used to light the buildings.

Product Description

—

. Body material: ADC12 die-cast aluminum.
Surface treatment: Electrostatic spray, customizable color.

Optical components: Secondary optical lens light distribution, a variety of angles are optional, tempered
glass protection.

Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66.
Control mode: ON-OFF or DMX512 external control is optional.

. Installation method: The sheet metal bracket is mounted in a plane and can be rotated.

. Connection method: Industrial coupler hand-joined or rubber cord extended connection.

. Other: Hood design.

SER

© N oo A
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Rotary support design, adjustable angle.

Custom waterproof joints to improve
performance and beauty.

9 BEGA

Light Distribution Curve
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FLOOD LIGHT
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Lamp Power: 60W Beam Angle: 15° Lamp Power: 60W

Specification

@
<

Beam Angle: Lamp Power: 60W Beam Angle: 45°

Lamp Power: 60W Beam Angle: 60"

Rated Power 60w LED Quantity LED /24pcs Input Voltage DC 24V / AC 220V
Color Terperature 3000K / 4000K / 5700K / RGB 50% Beam Angle 15° 30° 45° 60° A, ON-OFF / DMX512
Life >30000H Protection Grade IP 66 Temperature of Working Condition -25°C~50°C
4.4kg 240x180x290mm 500x380x310mm / 4pcs

Net Weight

Package Specification

Outside Box Specifications / Quantity

Color Selection Product

266

Size

203 158
196

196
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Num: 2017304960847

The Application of Occasions

Suitable places: Lawn, Garden or to be used to light the buildings.

Product Description

—

. Body material: ADC12 die-cast aluminum.
2. Surface treatment: Electrostatic spray, customizable color.

3. Optical components: Secondary optical lens light distribution, a variety of angles are optional, tempered
glass protection.

. Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66.
. Control mode: ON-OFF or DMX512 external control is optional.

. Installation method: The sheet metal bracket is mounted in a plane and can be rotated.

. Connection method: Industrial coupler hand-joined or rubber cord extended connection.

. Other: Hood design.

o N o oM
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www.begalite.com

Rotary support design, adjustable angle.

Custom waterproof joints to improve
performance and beauty.
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Light Distribution Curve
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Lamp Power: 12W Beam Angle: 15° Lamp Power: 12W Beam Angle: 30° Lamp Power: 12W Beam Angle: 45° Lamp Power: 12W Beam Angle: 60°
Specification
Rated Power 12w LED Quantity LED /6pcs Input Voltage DC 24V / AC 220V
3000K / 4000K / 5700K / RGBW 15° 30° 45° 60° ON-OFF / DMX512

Color Temperature 50% Beam Angle Control Mode
Life >30000H Protection Grade IP 66 Temperature of Working Condition -25°C~80°C
Net Weight 1.3kg Package Specification 210x150x150mm Outside Box Specifications / Quantity 470x440x330mm / 12pcs

Color Selection
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BT7307A UNDERGROUND LIGHT

DESIGN PATENT Light Distribution Curve

adikim cdiim

— — o0 — [ 1 — o0
20

0 o 1 — w0 0 o 1 — 900

Scientific optical lens with different beam 30 45°
angle choice.
Lamp Pover: 25 Beam Angl: 15 Lamp Power: 25 Beam Angl: 30" Lamp Power: 250 Beam Angl: 45° Lamp Power: 25 Beam Angl: 60
. 106 0ssm - 68 102m . 2 156m . 20 230m
- a7 08tm - w0 153m - i 23tm . tom sd5m
Distance [T— Diameter Distance W luminance Diameter Distance Wex uminance Diametr Distance [r— Diameter
Specification
Rated Power 2.5W LED Quantity LED/1pes Input Voltage DC 24V/AC 220V
o ===Q
S —— Optional cellular anti glare grille mask. C 3000K / 4000K / 5700K . 156° 30" 45° 60° ON-OFF
olor Temperature 50% Beam Angle Control Mode
Life >30000H Protection Grade P67 Temperature of Working Condition -25°C~50°C
Net Weight 0.3kg Package Specification 100x100x100mm Outside Box Specifications / Quantity 420x320x320mm / 24pcs

The Application of Occasions

Suitable places: Lawn, Garden, Park, Path, Pedestrian, Precinct etc.

Stainless steel spring, convenient for

installation.

Product Description
1. Main material: ADC12 die-cast aluminum lamp body, stainless steel cover.
2. Surface treatment: Electrophoresis or spray treatment, custom colors.
3. Optical components: Secondary optical reflector with light, a variety of angles, tempered glass protection.
4. Sealing structure: Glue pouring and structure waterproof, sealed silicone structural parts, protection class

IP67.

Control mode: ON-OFF.

Installation method: Installed with embedded parts. Material Product Size

Plastic recessed housing, convenient for

Connection method: Extended rubber wire connection. ) ) o
installation and maintainance. % \‘

Other: Can be equipped with built-in anti-glare grille.

@ N o O

253 253

C€ RoHS @ & V IPe7 & o Luwl




9 BEGA

1t

BT7025S

Num: 201230155472.6

. m— — —
- ——
- ——

The Application of Occasions

Suitable places: Lawn, Garden, Park, Path, Pedestrian, Precinct etc.

Product Description

1. Main material: ADC12 die-cast aluminum lamp body, stainless steel cover.
2. Surface treatment: Electrophoresis or spray treatment, custom colors.
3. Optical components: Secondary optical reflector with light, a variety of angles, tempered glass protection.

4. Sealing structure: Glue pouring and structure waterproof, sealed silicone structural parts, protection class
IP67.

5. Control mode: ON-OFF.

6. Installation method: Installed with embedded parts.

7. Connection method: Extended rubber wire connection.
8. Other: Can be equipped with built-in anti-glare grille.

C€ RoHS @ & V P67

www.begalite.com

Scientific optical lens with different beam
angle choice.

Optional cellular anti glare grille mask.

Open-type heat sink, improve heat
dissipation efficiency.

Plastic recessed housing, convenient for
installation and maintainance.

D B

GA

Light Distribution Curve

Lamp Power: 3W

Beam Angle: 15°

Lamp Power: 3W

Beam Angle: 30°

Lamp Power: 3W

Beam Angle: 45

www.begalite.com

UNDERGROUND LIGHT

Lamp Power:

aw Beam Angle: 60°

m 744 1 A

028m

4751 A

051m

224 1x

078m

155 1x 1.15m

186 1x

83k

056m

0s4m

119 1x

531

1.02m

153m

56 1x

250

1.56m

234m

3

17k

91 Ix 230m

345m

461

112m

wf |

204m

14k

312m

10k

|
g—

140m

=

255m

390m

61k

460m

557m

Distance Max iluminance

Diameter

Distance Max iluminance

Diameter

Distance

Max illuminance

Diameter

Distance

Maxiluminance Diameter

Specification
Rated Power W LED Quantity LED/3pcs Input Voltage DC 24V / AC 220V
Color Temperature 3000K / 4000K / 5700K / RGBW 50% Beam Anglo 15° 30° 45° 60° el ON-OFF / DMX512
Life >30000H Protection Grade IP &7 Temperalure of Working Condition -25°C~50°C
0.7kg 105x105x110mm 450x340x230mm / 24pcs

Net Weight

Package Specification

Outside Box Specifications / Quantity

Material

-

304 316

Product Size
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@ BEGA
Lite www.begalite.com

www.begalite.com

BT7025D UNDERGROUND LIGHT

Num: 201230155581.8

Light Distribution Curve

Scientific optical lens with different beam

angle choice.
Lamp Power: 15W Beam Angle: 15" Lamp Power: 15W Beam Angle: 30" Lamp Power: 15W Beam Angle: 45 Lamp Power: 15W Beam Angle: 60’
- s720 0 028m - 2351 0sim - 120m 078m . 715 115m
. a0 osem . 505 1 102m . 280 156m . o5 230m
- 2301 t12m - 14810 206m - 7o si2m - soix 460m
- o ‘ 140m - oy \ 255m . a5 390m ol 30 s57m
Distance Wax Huminance Dameter Distance Wax uminance Diametr Oitance W luminance Diameer Distance M Huminance Dimeter
Specification
o~
€ S - -
o . . . .
Optional cellular anti glare grille mask. Rated Power 15W LeD Quantiy LED / 15pcs it Voliage DC 24V | AC 220V
T 3000K / 4000K / 5700K / RGBW D 15° 30° 45° 60° ool Mode ON-OFF / DMX512
Life >30000H Protection Grade P67 Temperature of Working Condition -26°C~50°C
Net Weight 2.2kg Package Specification 215x215x125mm Outside Box Specifications / Quantity 440x440x260mm / 8pcs

The Application of Occasions

Suitable places: Lawn, Garden, Park, Path, Pedestrian, Precinct etc.

Open-type heat sink, improve heat
dissipation efficiency.

srsIeIsIisIsiasial
T O S S e

Product Description

Main material: ADC12 die-cast aluminum lamp body, stainless steel cover.
Surface treatment: Electrophoresis or spray treatment, custom colors.
Optical components: Secondary optical reflector with light, a variety of angles, tempered glass protection.

Sealing structure: Glue pouring and structure waterproof, sealed silicone structural parts, protection class
IP67.

Control mode: ON-OFF.

Installation method: Installed with embedded parts.
Connection method: Extended rubber wire connection. Plastic recessed housing, convenient for Material Product Size
Other: Can be equipped with built-in anti-glare grille. installation and maintainance.

H N o=

@ N o O

117

C€ RoHS @ & V IPe7 & e i
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BT7035$ UNDERGROUND LIGHT

DESIGN PATENT

Light Distribution Curve

Scientific optical lens with different beam

angle choice.
Lamp Pover, W Beam Angl: 15° Lamp Power: W Boam Angl: 30 Lamp Power: W Beam Ange: 45° Lamp Power: W Beam Angi: 60
. w0k osem - o 102m . soix 156m - w1 230m
N oK 0sm " sk 153m " 5k 234m . 7x a4sm
1 L i \
Diance Wex arinance Dimetr Diance Wexaminance Diamter P— Wox minance Diameter Diance Vax arinance Dimeter
Specification
W LED DC 24V / AC 220V
L — —— Rated Power 3 LED Quantity / SpCS Input Voltage C / C 0
CREE®
P 3000K / 4000K / 5700K /RGBW (. 15° 30" 45° 60° Contol ode ON-OFF / DMX512
Life >30000H Protection Grade IP 67 Temperature of Working Condition -25°C~50°C
Net Weight 1kg Package Specification 135x135x150mm Outside Box Specifications / Quantity 560x430x330mm / 24pcs

The Application of Occasions

Suitable places: Lawn, Garden, Park, Path, Pedestrian, Precinct etc.

Rotating structure design, can rotate 15
degrees.

Product Description

Main material: ADC12 die-cast aluminum lamp body, stainless steel cover.
Surface treatment: Electrophoresis or spray treatment, custom colors.
Optical components: Secondary optical reflector with light, a variety of angles, tempered glass protection.

Sealing structure: Glue pouring and structure waterproof, sealed silicone structural parts, protection class
IP67.

H>on -

5. Control mode: ON-OFF.
6. Installation method: Installed with embedded parts. Material Product Size
7. Connection method: Extended rubber wire connection. Plastic recessed housing, convenient for p S I
8. Other: Can be equipped with built-in anti-glare grille. installation and maintainance. - 1 -
4 s [FH
_ n
304 316 an2

C€ RoHs @ € V¥ Ipe7 A e
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BT7035E

DESIGN PATENT

The Application of Occasions

Suitable places: Lawn, Garden, Park, Path, Pedestrian, Precinct etc.

Product Description

Main material: ADC12 die-cast aluminum lamp bodly, stainless steel cover.
Surface treatment: Electrophoresis or spray treatment, custom colors.
Optical components: Secondary optical reflector with light, a variety of angles, tempered glass protection.

. Sealing structure: Glue pouring and structure waterproof, sealed silicone structural parts, protection class
IP67.

Control mode: ON-OFF.

Installation method: Installed with embedded parts.
Connection method: Extended rubber wire connection.
Other: Can be equipped with built-in anti-glare grille.

N

@ N o O

C€ RoHS @ & V P67

www.begalite.com

Scientific optical lens with different beam

angle choice.

Optional cellular anti glare grille mask.

Rotating structure design, can rotate 15
degrees.

Plastic recessed housing, convenient for
installation and maintainance.

D B

GA

Light Distribution Curve

cdkim
— 00

www.begalite.com

UNDERGROUND LIGHT

cdkim
— 00

10 o 10 — 900

0 5 10 wo
15° 60"
Lamp Power: 24W Beam Angle: 15° Lamp Power: 24 Beam Angle: 30' Lamp Power: 24W Beam Angle; 45" Lamp Power: 24W Beam Angle: 60°
m m m m
o 1488 1x 0s6m - as2ix 102m o e 156m . 3121 230m
. 664 1x 084m . a21x 158m . 200 234m . 1361 345m
o oy ‘ 140m o 1521 \ 255m o 72 390m o 48 ss7m
Distance Max luminance Diameter Distance Max luminance Diameter Distance Max iluminance Diameter Distance Maxilluminance Diameter
24W LED / 24pcs DC 24V / AC 220V
Rated Power LED Quantity /24p Input Voltage /
3000K / 4000K / 5700K / RGBW 15° 30° 45° 60° ON-OFF / DMX512
Color Temperature 50% Beam Angle Control Mode
>30000H IP 67 -25°C~50°C
Life Protection Grade Temperature of Working Condition
4.7k 265x265x205mm x280x440mm / 4
Net Weight g Package Specification 65x265x205 Outside Box Specifications / Quantity 550x280: 0 / 4pcs

Material

304 316

-

Product Size

196

=

243

260




BT7007PM-LED15

D B,

DESIGN PATENT

GA

The Application of Occasions

Suitable places: Lawn, Garden, Park, Path, Pedestrian, Precinct etc.

Product Description

W N OO W N2

C€ RoHS @ & V P67

. Main material: ADC12 die-cast aluminum lamp body, stainless steel cover.

. Surface treatment: Electrophoresis or spray treatment, custom colors.

. Optical components: Secondary optical reflector with light, a variety of angles, tempered glass protection.
. Sealing structure: Waterproof structure, sealed silicone structural parts, protection class IP67.

. Control mode: ON-OFF.
. Installation method: Equipped with a flat surface mounted metal surface.
. Connection method: Extended rubber wireconnection.

. Other: Can be equipped with built-in anti-glare grille.

www.begalite.com

Scientific optical lens with different beam
angle choice.

Optional cellular anti glare grille mask.

With adjustable beam angle device.

Metal recessed housing, convenient for
installation and maintainance.

9P

Light Distribution Curve

GA

www.b

egalite.com

UNDERGROUND LIGHT

Lamp Power: 30W Beam Angle: 15" Lamp Power: 30W Beam Angle: 30 Lamp Power: 30W Beam Angle: 45° Lamp Power: 30W Beam Angle: 60°
5952»(/\ 028m i 3800 x /\ 051m i 17921 078m ™ 1240 1x 1.15m
1488 Ix 056m m 952 1.02m om 448 1x 156m om 312 230m
664 1x 084m 4241 153m 2001 234m 136 1x 345m
3m am 3m
368 1x \ 112m 2401 / \ 204m 1121 312m 801x 460m
4m am 4m
2401 \ 1.40m 152 1x / \ 255m 721 390m 481x 557m
| 5m / | 5m sm

Distance Max iluminance

Diameter Distance

Specification

Rated Power

30W

Max iluminance

LED Quantity

Diameter

Distance

LED / 15pcs

Max iluminance

Diameter Distance

Input Voltage

Max iluminance Diameter

DC 24V / AC 220V

Color Temperature

Life

Net Weight

3000K / 4000K / 5700K / RGBW
>30000H

5.2kg

50% Beam Angle

Protection Grade

Package Specification

15° 30° 45° 60"

IP 67

305x305x305mm

Control Mode

Temperature of Working Condition

Outside Box Specifications / Quantity

ON-OFF / DMX512
-25°C~50°C

620x320x320mm / 2pcs

Color Selection

B




9) BEGA

BT9218M

DESIGN PATENT

The Application of Occasions

Suitable places: Lawn, Garden, Park, Path, Pedestrian, Precinct etc.

Product Description

-

. Main material: ADC12 die-cast aluminum lamp body, stainless steel cover.
2. Surface treatment: Electrophoresis or spray treatment, custom colors.

. Optical components: Secondary optical lens light distribution, a variety of angles are optional, tempered
glass protection.

4. Sealing structure: Glue pouring and structure waterproof, silicone structural parts sealed, protection grade
IP67.

Control mode: ON-OFF or DMX512 external control is optional.

Installation method: Install the embedded parts.

Connection method: Industrial coupler hand-joined or rubber wire extended connection.
Other: Customizable length, with built-in anti-glare grille.

C€ RoHS @ & V P67 2

w

© N o O

www.begalite.com

Scientific optical lens with different beam
angle choice.

Portable mechanical mounting.

Aluminium die-cast end cap with quality
silicone rubber.

Metal recessed housing, convenient for
installation and maintainance.

9 BEGA

Light Distribution Curve

Lamp Power: 24W

Beam Angle: 15° Lamp Power: 24W

Beam Angle: 30°

TR Lamp Power: 24W

www.begalite.com

UNDERGROUND LIGHT

Beam Angle: 45 Lamp Power: 24W

Beam Angle: 15x50°

. 8000 Ix A

028m

51311 /\ 051m

2096 1x

078m

2000 1x

056m

1283 1x 1.02m

5241

1.56m

11081x 060m

889 1x

084m

5001

320

1.12m

140m

153m

204m

255m

2331

234m

4921 090m

131k

841k

{ 5m

\

342m

390m

2771 120m
150m

Distance Max iluminance. Diameter Distance

Specification

Rated Power

24W

Max iluminance Diameter

LED Quantity

Distance Max iluminance

LED / 24pcs

Diameter Distance

Input Voltage

Max iluminance Diameter

DC 24V | AC 220V

Color Temperature

3000K / 4000K / 5700K / RGBW

50% Beam Angle

15° 30° 45" 15x50°

Control Mode

ON-OFF / DMX512

Life

>30000H

Protection Grade

IP 67

Temperature of Working Condition

-25°C~50°C

Net Weight

6.2kg

Package Specification

115x105x1010mm

Outside Box Specifications / Quantity

1030x250x130mm / 2pcs

Material

304

Product Size

1000 85
o =K
@

976 72




9 BEGA

BT2801A

DESIGN PATENT

BT2801B

DESIGN PATENT

BT2801C

DESIGN PATENT

The Application of Occasions

Suitable places: Interior decoration, Outdoor corridor, Garden etc.

Product Description

1. Body material: ADC12 die-cast aluminum.

2. Surface treatment: Electrostatic spray, customizable color.

3. Optical components: Frosted tempered glass directly emits light.
4,

Sealing structure: Waterproof structure, sealed silicone structural parts,
protection class IP66.

Control mode: ON-OFF.
Installation method: Install the embedded parts.
. Connection method: Rubber wire extension connection.

N o

C€ RoHS <€ 7 Ipes H

www.begalite.com

CREE®

@ BEGA
Lite www.begalite.com

BUILT-IN LAMP

Light Distribution Curve

Lamp Power: W Boam Angle: 100" Lamp Power: 5W Beam Angle: 50x100"

1221 203m 1.00m

31k 406m 200m

/AN
[\
|

400m

. 21 / \ 500m

Distance Max iluminance Diameter

14k 6.09m

8ix 812m

5ix 10.15m

Distance Max iluminance. Diameter

50x100”
BT2801A BT2801C
BT2801B
Specification
Ll W LED Quantity LED /24pcs Input Voltage DC 24V / AC 220V
Color Temperature 3000K / 4000K / 5700K 50% Beam Angle A. B:100°/C: 50x100° Control Mode ON-OFF
Life >30000H Protection Grade IP66 Temperature of Working Condition _25‘C~50‘C
pletiWeioht 2kg Package Specification 2oy Outside Box Specifications / Quantity 350x290x280mm / 6pcs

Color Selection Product Size
N —— =
260 260 260

BT2801A BT2801B BT2801C
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BT2932A

DESIGN PATENT

The Application of Occasions

Suitable places: Interior decoration, Outdoor corridor,
Garden etc.

Product Description

. Body material: ADC12 die-cast aluminum.

. Control mode: ON-OFF.
. Installation method: Install the embedded parts.
. Connection method: Rubber wire extension connection.

N o O 0N =

C€ RoHS @ & V¥ IPes K

. Surface treatment: Electrostatic spray, customizable color.
. Optical components: Frosted tempered glass directly emits light.
. Sealing structure: Waterproof structure, sealed silicone structural parts, protection class IP66.

www.begalite.com

BT2933A

DESIGN PATENT

A type of light, to prevent glare.

Plastic recessed housing, convenient for
installation and maintainance.

) BEGA

it

Light Distribution Curve

50x120°

lllumination Map

Lamp Power: 5W Beam Angle: 50x120°

™ 36 Ix A 1.00m
om 9ix / \ 200m
am 41 3.00m
am 21x 400m
m 10 500m
Distance Max iluminance Diameter
Lamp Power: 10W Beam Angle: 50x120°
m Sglx{z ;; 1.00m
171 200m

— |

81Ix 3.00m

am 41 4.00m
m 3k 5.00m
Distance Max iluminance Diameter
BT2933A

Color Selection

A

10 o — 900

www.begalite.com
BUILT-IN LAMP
Specification
BT2932A BT2933A
Rated Power 5W 10W
LED Quantity LED / 24pcs LED / 40pcs
Input Voltage DC 24V /| AC 220V
Color Temperature 3000K / 4000K / 5700K
50% Beam Angle 50°x120°
Control Mode ON-OFF
Life >30000H
Protection Grade IP 66
Temperature of Working Condition -25°C~50°C
Net Weight 0.5kg 0.8kg
Package Specification 150x115x85mm 215x115x85mm

Qutside Box Specifications / Quantity

480x320x280mm/24pcs  450x365x200mm/12pcs

[

140

BT2932A

BT2933A
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BT1615 BT1615D

&

The Application of Occasions

Suitable places: Interior decoration, Outdoor corridor, Garden etc.

Product Description

1. Body material: ADC12 die-cast aluminum.

2. Surface treatment: Electrostatic spray, customizable color.

3. Optical components: Secondary optical glass with light, pressed glass cover protection.

4. Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66.
5. Control mode: ON-OFF.

6. Installation method: Sheet metal bracket plane installation.

7. Connection method: Rubber wire extension connection.

C€ RoHS @ € V Ipe6

www.begalite.com

Scientific optical lens with different beam
angle choice.

Integrated mounting base.

9 BEGA

Light Distribution Curve

cdkim
— 00
900

cdkim
— 00
90,0

www.begalite.com

WALL LAMP

15° 30°
Lamp Power: 15W Beam Angle: 15" Lamp Power: 15W Beam Angle: 30° Lamp Power: 15W Beam Angle: 45 Lamp Power: 15W Beam Angle: 60°
. 87 0ssm . so7ix 102m . 201 16tm - 1831 230m
. = \ 1e0m - oy \ 255m . a1 s10m . 201 ss7m
Distance Vax uminance Diameter Distance Wax lurminance Diamotor Distance Wax lrinarce Diameter Oitance Wax linance Diameter
Specification
BT1615 BT1615D BT1615 BT1615D BT1615 BT1615D
R 15W 30W LED Quantity LED / 8pcs LED / 16pcs Input Voltage DC 24V / AC 220V
Golor Tempersture 3000K / 4000K / 5700K / RGB 50% Boam Angle 15° 30° 45° 60° Control Mode ON-OFF / DMX512
Life >30000H Protection Grade IP 66 Temperature of Working Condition -25°C~50°C

1.3kg 1.6kg 185x146x190mm | 185x146x240mm 410x390x210mm / 6pcs | 460x390x240mm / 6pcs

Net Weight

Package Specification

Outside Box Specifications / Quantity

Color Selection

Product Size

120

154

170

BT1615

120

BT1615D

213

170
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BT1616 BT1616D

The Application of Occasions

Suitable places: Interior decoration, Outdoor corridor, Garden etc.

Product Description

1. Body material: ADC12 die-cast aluminum.

2. Surface treatment: Electrostatic spray, customizable color.

3. Optical components: Secondary optical glass with light, pressed glass cover protection.

4. Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66.
5. Control mode: ON-OFF.

6. Installation method: Sheet metal bracket plane installation.

7. Connection method: Rubber wire extension connection.

C€ RoHS <€ 7 P66

www.begalite.com

Scientific optical lens with different beam

angle choice.

Integrated mounting base.

D B

GA

Light Distribution Curve

www.begalite.com

WALL LAMP

Lamp Power: 20W

31491 /\

Boam Angle: 15"

028m

Lamp Power: 20W

2348 1x A

Beam Angle: 30°

051m

Lamp Power: 20W

1034 1x

Beam Angle: 45

082m

Lamp Power: 20W

7311

Beam Angle: 60°

115m

787 Ix

056m

567 Ix \

1.02m

2591

164m

1831

230m

Specification
BT1616 BT1616D BT1616 BT1616D BT1616 BT1616D
20W LED / 12pcs LED / 24pcs DC 24V / AC 220V

Rated Power

LED Quantity

Input Voltage

3000K / 4000K / 5700K / RGB

Color Temperature

50% Beam Angle

15 30° 45° 60°

Control Mode

ON-OFF / DMX512

Life

>30000H

Protection Grade

IP 66

Temperature of Working Condition

-25°C~50°C

Net Weight

2.0kg

216x169x195mm | 216x169x275mm

Package Specification

Outside Box Specifications / Quantity

450x360x215mm / 4pcs | 450x360x295mm / 4pcs

Color Selection

165

143

Product Size

197

BT1616

143

245

]

197

BT1616D



9 BEGA

BT3444 UP-LED

Num: 201130120926.1
201020168920.1

The Application of Occasions

Suitable places: Interior decoration, Outdoor corridor, Garden etc.

Product Description

1. Body material: ADC12 die-cast aluminum.
2. Surface treatment: Electrostatic spray, customizable color.

3. Optical components: Secondary optical glass with light, pressed glass cover protection.
4. Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66.

5. Control mode: ON-OFF.
6. Installation method: Sheet metal bracket plane installation.
7. Connection method: Rubber wire extension connection.

C€ RoHS <€ 7 P66

www.begalite.com

Frosted glass diffuser.

Imported aluminium reflector.

) BEGA

it

Light Distribution Curve

aan TR, Wn
C s Rl

lllumination Map

Emax: 2.2LX

o0 : fw “-,.3.-". j

cd/kim
— 00
— 90.0

\

Y
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I\

N

(
\ 3

Lamp Power: 12W

Color Selection

Product Size

348
280

348
—)
‘ 110
[l
o

H=10m

Specification

Rated Power

www.begalite.com

WALL LAMP

12w

LED Quantity

LED / 135pcs

Input Voltage

DC 24V / AC 220V

Color Temperature 3000K / 4000K / 5700K
50% Beam Angle 160°
Control Mode ON-OFF
Life >30000H
Protection Grade IP 66
Temperature of Working Condition -25°C~50°C
Net Weight 3.5kg

Package Specification

Outside Box Specifications / Quantity

370x400x400mm / 1pcs
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BT3428-120-LED

DESIGN PATENT

The Application of Occasions

Suitable places: Lawn, Garden, Park etc.

Product Description
. Surface treatment: Electrostatic spray, customizable color.

. Control mode: ON-OFF.

. Connection method: Rubber wire extension connection.
. Other: Customizable height.

o N O O~ wWwN =

C€ RoHS @ & V IP66

. Main material: ADC12 die-cast aluminum lamp body, 6063 aluminum alloy profile light pole.

. Optical components: Secondary optical reflector with light, PC cover protection.
. Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66.

. Installation method: ADC12 aluminum die-cast flange plane installation.

www.begalite.com

BT3428-185-LED

DESIGN PATENT

Imported aluminium reflector.

Thickened pole, special processing on the
surface.

9 BEGA

Light Distribution Curve

lllumination Map

Emax: 2.5LX

cd/kim
— 00
— 90.0

|

e

20

30

/
\ A

40

Lamp Power: 12W

Color Selection

Product Size

ENE

1000
1000

BT3428-120 BT3428-185

Specification

www.begalite.com

LAWN LAMP

BT3428-120 BT3428-185
Rated Power 12w 24W
LED Quantity LED / 135pcs LED / 135pcs
Input Voltage AC 220V
Color Temperature 3000K / 4000K / 5700K
50% Beam Angle 160°
Control Mode ON-OFF
Life >30000H
Protection Grade IP 66
Temperature of Working Condition -25°C~50°C
Net Weight 4.1kg 7.0kg

Package Specification

126x126x1090mm 191x191x1090mm

Qutside Box Specifications / Quantity

272x141x111mm/ 2pcs  110x402x207mm / 2pcs




9 BEGA

BT3428-203-LED

DESIGN PATENT

The Application of Occasions

Suitable places: Lawn, Garden, Park etc.

Product Description
. Surface treatment: Electrostatic spray, customizable color.

. Control mode: ON-OFF.

. Connection method: Rubber wire extension connection.
. Other: Customizable height.

© N O O~ WD

C€ RoHS @ & V IP66

. Installation method: ADC12 aluminum die-cast flange plane installation.

Main material: ADC12 die-cast aluminum lamp body, 6063 aluminum alloy profile light pole.

. Optical components: Secondary optical reflector with light, PC cover protection.
. Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66.

www.begalite.com

Thickened transparent PC diffuser.

Thickened pole, special processing on the
surface.
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Light Distribution Curve
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Color Selection

Product Size
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Specification

Rated Power

LED Quantity

www.begalite.com

LAWN LAMP

24W
LED / 135pcs

Input Voltage AC 220V
Color Temperature 3000K / 4000K / 5700K

50% Beam Angle 160°

Control Mode ON-OFF

Life >30000H
Protection Grade IP 66

Temperature of Working Condition -25°C~50°C
Net Weight 14.0kg

Package Specification

Outside Box Specifications / Quantity

1050x240x250mm / 1pcs
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BT3444 H1-LED

Num: 201030159027.8
201020168920.1

The Application of Occasions

Suitable places: Lawn, Garden, Park etc.

Product Description

Main material: ADC12 die-cast aluminum lamp body, 6063 aluminum alloy profile light pole.
Surface treatment: Electrostatic spray, customizable color.

Optical components: Secondary optical reflector with light, fixed glass cover protection.
Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66.
Control mode: ON-OFF.

Installation method: ADC12 aluminum die-cast flange plane installation.

Connection method: Rubber wire extension connection.

Other: Customizable height.

© NGNS
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www.begalite.com

CREE®

Frosted glass diffuser.

Imported aluminium reflector.
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Color Selection

Product Size
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Specification

www.begalite.com

LAWN LAMP

Rated Power 12w
LED Quantity LED / 135pcs
Input Voltage AC 220V
Color Temperature 3000K / 4000K / 5700K
50% Beam Angle 160°
Control Mode ON-OFF
Life >30000H
Protection Grade IP 66
Temperature of Working Condition -25°C~50°C
Net Weight 6.5kg

Package Specification

Outside Box Specifications / Quantity

1050x320x330mm / 1pcs
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BTC-162 Series

DESIGN PATENT

BTC-162S

The Application of Occasions

Suitable places: Lawn, Garden, Park etc.

Product Description

. Main material: ADC12 die-cast aluminum lamp body, 6063 aluminum alloy profile light pole.
. Surface treatment: Electrostatic spray, customizable color.
. Optical components: Secondary optical reflector with light, PC cover protection.

. Control mode: ON-OFF.

. Installation method: ADC12 aluminum die-cast flange plane installation.
. Connection method: Rubber wire extension connection.

. Other: Customizable height.

0 N O O WD =

C€ RoHS @ & V IPes &

. Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66.

BTC-162M

www.begalite.com

Thickened transparent PC diffuser.

Thickened pole, special processing on the
surface.
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Specification

www.begalite.com

LAWN LAMP

BTC-162S BTC-162M
Rated Power 12w 25W
LED Quantity LED / 132pcs LED / 168pcs
Input Voltage AC 220V
Color Temperature 3000K / 4000K / 5700K
50% Beam Angle 130°
Control Mode ON-OFF
Life >30000H
Protection Grade IP 66
Temperature of Working Condition -25°C~50°C
Net Weight 3.2kg 8.5kg
Package Specification 135x135x820mm -

Outside Box Specifications / Quantity

835x280x285mm/4pcs  1030x235x235mm/1pcs
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BT3501

Num: 201230154186.8

/ L T TV T

SR

The Application of Occasions

Suitable places: Lawn, Garden, Park etc.

Product Description

—

. Main material: ADC12 die-cast aluminum lamp body, 6063 aluminum alloy profile light pole.
2. Surface treatment: Electrostatic spray, customizable color.

. Optical components: Secondary optical reflector with light, Available in a variety of angles, tempered glass
protection.

. Sealing structure: Waterproof structure, sealed silicone structural parts, protection grade IP66.
. Control mode: ON-OFF.

. Installation method: ADC12 aluminum die-cast flange plane installation.

. Connection method: Rubber wire extension connection.

. Other: Customizable height.

C€ RoHS @ € V7 IPes K

w
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www.begalite.com

Rotatable modules, can adjust the beam
angle with request.

Open-type heat sink, improve heat
dissipation efficiency.

—=

Aluminium die-cast pole connector.

———

Custom-make alloy pole, increase the lamp
grade.
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Specification

www.begalite.com

LAWN LAMP

Rated Power 12w
LED Quantity LED / 6pcs
Input Voltage AC 220V
Color Temperature 3000K / 4000K / 5700K
50% Beam Angle 60°
Control Mode ON-OFF
Life >30000H
Protection Grade IP 66
Temperature of Working Condition -25°C~50°C
Net Weight 7kg

Package Specification

Outside Box Specifications / Quantity

620x325x280mm / 1pcs
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ZT10001

DESIGN PATENT

The Application of Occasions

Suitable places: Garden, Housing Estate road, Parking lot etc.

Product Description

-

. Main material: ADC12 die-cast aluminum lamp body, 6063
aluminum alloy profile light pole

. Surface treatment: Electrostatic spray, customizable color.

Optical components: Secondary optical reflector light distribution,
glass cover / PC protection.

. Sealing structure: Waterproof structure, sealed silicone structural
parts, protection grade IP66.

Control mode: ON-OFF/single light intelligent control.

. Installation method: Steel bar embedded foundation + external
flange trial installation.

[SIEN]
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7. Smart devices: Environmental detection, single light control, 5G /
WiFi, high-definition monitoring, IP network broadcasting, LED
display screen, mobile wireless charging, one click help.

CREE®
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Specification

www.begalite.com

GARDEN LIGHT

Product Code

Rated Power 45W
LED Quantity LED / 24pcs
Input Voltage AC 220V
Color Temperature 3000K / 4000K / 5700K
50% Beam Angle 85x135°
Control Mode NB-loT
Life >30000H
Protection Grade IP 66
Temperature of Working Condition -25°C~50°C

Smart Devices

Environmental monitoring / NB-IoT / WiFi/5G /
Camera / LED Screen / IP aboard /
Mobile recharge / SOS and so on.

Suggested Height

4m
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ZT0002 GARDEN LIGHT

DESIGN PATENT

<

Light Distribution Curve

The Application of Occasions

Suitable places: Garden, Housing Estate road, Parking lot etc.

85x135°

lllumination Map

Emax: 11LX
Product Description
[t pE—— T~
1. Main material: ADC12 die-cast aluminum lamp body, 6063 o =
aluminum alloy profile light pole (( (( = ) ))
2. Surface treatment: Electrostatic spray, customizable color. D)
10 0
3. Optical components: Secondary optical reflector light distribution, —r—
glass cover / PC protection. 2 T
4. Sealing structure: Waterproof structure, sealed silicone structural N w0 % 0 o 10 20 0 0 %o
parts, protection grade IP66. Lamp Power: 45W Hetom

5. Control mode: ON-OFF/single light intelligent control.

6. Installation method: Steel bar embedded foundation + external
flange trial installation.

. Smart devices: Environmental detection, single light control, 5G /
WiFi, high-definition monitoring, IP network broadcasting, LED
display screen, mobile wireless charging, one click help.
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~

Color Selection

Specification

Product Size
Rated Power 45W

a2

[

LED Quantity LED / 24pcs

Input Voltage AC 220V

{

Color Temperature 3000K / 4000K / 5700K

sl

50% Beam Angle 85x135°

Control Mode NB-loT

Life >30000H

4000

Protection Grade IP 66

3375

Temperature of Working Condition -25°C~50°C

Environmental monitoring / NB-IoT / WiFi/5G /
i Smart Devices Camera / LED Screen / IP aboard /
Mobile recharge / SOS and so on.
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